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Specifications Direct Drive

Technical Details

Company: __________________________ Address:

__________________________

__________________________ Country:

Zip/Town:

Name:

Phone:

__________________________

__________________________

Departm.:

eMail:

__________________________ Web:

__________________________

__________________________

__________________________

__________________________

__________________________

__________________________

Project: ________________________________________________________________________________________________________

Details: ________________________________________________________________________________________________________

________________________________________________________________________________________________________

________________________________________________________________________________________________________

________________________________________________________________________________________________________

Material of the bearing  Steel

Details: ________________________________________________________________________________________________________

 Aluminum  Non-Corrosive Steel  ______________________________

Dimensions incl. motor da  ________ mm

Details: ________________________________________________________________________________________________________

di  ________ mm h  ________ mm

Load situation:

axial

radial

Fa

Fr

_________ N

_________ N

Tilt moment

Loads must be handled

Drive situation:

M

 in total       one by one

_________ Nm

Duration Revolutions

Acceleration

Revolutions

Retardation

Pause

_________ s

_________ s

_________ s

_________ s

Indexing  yes     no

_________ rpm

_________ rpm

_________ rpm

_________ rpm

Skizze

Motorization:

Mass inertia:

Measuring System:

I  ______  kgm2

 incremental  absolute

Electric wire:

Motor voltage:

 yes        no

 230V   400V

Length of cable:  ________ m

please turn over ->

Sealing:  yes         no

Environment:

Details:

 Temperature range _____________°C

________________________________________________________________________________________________________
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Scetch:

Accessories:

Regulator:

Others:

_______________________________________________________________________________________________

_______________________________________________________________________________________________

_______________________________________________________________________________________________

_______________________________________________________________________________________________

Additional Information:

Price range

Delivery time:

________________

________________

€

KW

Quotation time:

Requirement:

Reqirement:

Quotation about:

________________

 single     serial

KW

________________

_____/_____/_____

units/year

units

Notes:

______________________________________________________________

______________________________________________________________

______________________________________________________________

______________________________________________________________

______________________________________________________________

______________________________________________________________

______________________________________________________________

______________________________________________________________

______________________________________________________________

______________________________________________________________

______________________________________________________________

______________________________________________________________

______________________________________________________________

______________________________________________________________

______________________________________________________________

Franke GmbH

Obere Bahnstraße 64

73431 Aalen

Germany

Tel.: +49 7361 920-0

Fax.: +49 7361 920-120

info@franke-gmbh.de

www.franke-gmbh.com

www.frankedirectdrive.com
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